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E660 and E760 Series

6 or 7-Digit Non-Resettable Counters

S| 9 g 98 00

The E660 and E760 range of counters combine proven electro-mechanical design with
advanced manufacturing techniques to deliver dependable performance in a compact,
energy-efficient package. Designed for durability and versatility, these counters operate
reliably across a wide temperature range and consume very little power.

These are ideal for high-volume OEM applications thanks to their affordability, longevity, and ability to
retain count through power outages or electrical noise. Their robust ABS casing ensures resistance to
wear in demanding environments. Mounting options include snap-in front flange or rear screw-mount for
panel mount, rear mount, front mount or base mount.

Key Features Applications

* 6 or 7-Digit Display * Vending machines

* Rugged & Reliable * Gaming and amusement equipment

+ Cost-Effective. Volume Discounts Available * Elevators

* Multiple Voltage Options * Access control

* Long Operating Life * Ticket dispensers

* Compact ABS Housing * Industrial equipment and commercial machines

e Multiple Mounting Options
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Product Dimensions
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Specifications

Operating Voltage
Display

Count speed

Max. On time

Reset

Termination

Operating temperature
Storage temperature
Weight

Specials

5,12, 24 VDC (1.2W) (+/-10%)

Six or seven digit, .110" (2.8mm) high. White on black.
10 CPS standard. 15 CPS optional. 50/50 ratio on/off.

Infinite.

None.

UL/CSA wire leads, 13.78"(350mm).
23° F to 104°F (-5°C to +40°C).

14°F to 122°F (-10°C to +50°C).

1 0z. (28.35 grams).

Many specials available. Consult factory

Part Number Ordering Chart

Series

Example: E660 A P

10 DC 12

E660 6 Digit Counter
E760 7 Digit Counter

Special Order Features
Blank if standard

A Diode across Caoll

M M3 Threads

Mounting

P Panel Mount

R Rear Mount (4-40)

F Front Mount (4-40)

Fl Front Mount (4-40) with inserts

RT Rear Mount (4-40) with Terminal Pins for PCB Mount
B Base Mount

K Rear Mount with 4-40 screw between Terminal Pins
Count Speed

10 10 CPS (standard)

15 15 CPS (optional)

25 25 CPS (optional)

Operating Voltage

DC

Voltage Level
5,12, 24

DC
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